
• Type of steel: ST37.2;

• According to EN 124:1995, load class B125;

• Hot dip galvanizing in accordance with EN 1461;

• Tampa modular with 2 handles for lifting;

• Useful recess 40 mm.

Features
• Tipo de aço: ST37.2;  

• Conforme EN 124:1995, classe B125; 

• Galvanização a quente de acordo com EN 1461; 

• Tampa modular com 2 pegas para içamento; 

• Rebaixo útil de 40 mm.

Características

Local de Instalação / Applications

Caixas de inspecção de armário de distribuição de 
baixa tensão em zonas de passeios, peões e zonas 
comparáveis,  parques de estacionamento e silos de 
estacionamento para  viaturas ligeiras.

TTest cabinet of inspection boxes of low-voltage distribu-
tion in footway locations and access areas where 
slow-moving emergency, public service and delivery 
vans have access and may park (pedestrian precincts, 
commercial delivery access, refuse collection access, 
forecourts, paved parking areas)..

Class

B125

B125

H

50

50

AxA

800x750

800x350

Dimensões / Dimensions (mm)Dim

CxC

900x800

900x400

Ref.

505804

505805

GRUPO 2 e/ou 
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A CAPA reserva-se ao direito de proceder a alterações no produto, sem aviso prévio. / CAPA reserves the right, without prior notice, to change specifications on the product.


